CycleSafe WALLRACK™

SECURE BICYCLE PARKING

12"

Concrete
Wall

j @\wi\i\ji\)\

Lag
Shield
5/16" Lag
Screw
(wood stud

installation)

12" offset
allows for
clearance of
handlebars

«—— 40—

Typical mounting
height allows bike
to be placed in rack
with tire just
touching or slightly
above the floor.
Larger than
standard frame
sizes or kid's bikes
would require
custom placement
of rack to
accommodate
bike.

1 Q"

57"
45"

offset

Il

L
==

Multiple racks on wall mount offset

WI 4.9.023 Wall Rack Installation Instructions

888.950.6531

CYCLESAFE.COM

©2009 Cycle-Safe, Inc. *Cycle-Safe® and ProPark® are Federally registered trademarks.

Installation
Instructions

Wallrack Box Includes:

2 - Wallracks #17502 14-1/2" H x 22-1/2" L.

1 - #17550 Hardware kit J consisting of:
- #17505 - (4) - 5/16 x 2-1/2" Ceramic Bronze
Screws (fits T-30 star bit)
« #17504 - (4) - 5/16 Lag Shield

Tools & Materials Needed:

Power Drill T-30 star drill bit

Drill bit for 1/2" hole Pencil

Hammer Screw driver bit (flathead)
Concrete adhesive Wrench

Notes:

* Identify placement of first rack prior to installation

* Mark location of all holes to be drilled prior to installation

* Wood/drywall installation - make sure each Wallrack lines up
evenly with studs

* Concrete/masonry installation - avoid installation at the masonry
joints

* Only one wallrack is needed per bike

* Hardware provided is not recommended for steel stud installation

* Hardware provided is not recommended for brick wall installation
- use a 5/16 x 2-1/2" long bolt with an adhesive

* If there are concerns that the back bike tire will mark the wall
when the rack is in use - consider installation of a second wall
rack, some sort of bar, or a piece of oil tempered masonite to
protect the wall

Step 1:
Determine location for each Wallrack. Space racks 16" apart
with a 12" vertical offset for handlebar clearance and ease of
use. (Refer to figures at left for height placement and minimum
clearance.)

Step 2:
Using the Wallrack as a template, mark position for both bolts.
The distance between the 2 holes is 12 inches. Repeat this
process for remaining Wallracks. Mark all locations prior to
installation of first Wallrack.

Step 3:
Wood/drywall installation: A 1/8" pilot hole can be
pre-drilled as an option. Line up the Wallrack with the template
marks from step 2. Self drill the bolts into the wall with a power
drill and T-30 star bit, securing the Wallrack to the wall. Tighten
bolts.
Concrete installation: Using the template marks created in
step 2, with a power drill and 1/2" drill bit, pre-drill 1/2" holes
for the lag shields. Blow dust out of hole. Apply concrete
adhesive. Tap lag shields into holes with a hammer. Wipe off
any excess adhesive. Allow adhesive to set according to
manufacturer's instructions. Place the Wallrack over the lag
shields and screw the lag bolts into the lag shields. Tighten
bolts with wrench. Do Not Overtighten! Lag bolts should only
be wrench snug.
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CycleSafe WALLRACK"

SECURE BICYCLE PARKING

Approximate 3" Depth savings
from wall with a 45. Angle Bracket. -
Angle also creates more space for a
door to open if racks are
placed next to the door.

Hardware kit (part# 17513) includes: g P -~

2 - 45. angle brackets

4 -3/8-16 x 1" stainless steel P
button head cap screws :

4 - 3/8" stainless steel washers |

4 - 3/8 - 16 stainless steel weld nuts.

45° Angle /
Bracket..”

Addltional space saving with use of 45° Angle Bracket

Available in several standard colors to coordinate with existing
color schemes.

CyCIesafe® 888.950.6531 CYCLESAFE.COM

14"

U-Lock compatible to secure bike and frame

ORDER INFORMATION:

» Wallrack #17502 - (R) red, (BL) blue,
(BK) black, (S) silver

+ Stainless Steel #17503 upon request
* Concrete lag shield #17504

* Extra lag screw #17505

* 45° angle bracket #17513

SPECIFICATIONS:

* Heavy duty 3/8" wire frame

* Durable polyester powder coat finish

* Tamper resistant lag screws included

+ Concrete lag shield available upon request
* Optional 45° angle bracket

* Custom colors upon request

INFO@CYCLESAFE.COM

SECURE BICYCLE PARKING ©2009 Cycle-Safe, Inc. *Cycle-Safe® and ProPark® are Federally registered trademarks.  Printed on recycled paper.




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /ENU (Use these settings to create PDF documents with higher image resolution for high quality pre-press printing. The PDF documents can be opened with Acrobat and Reader 5.0 and later. These settings require font embedding.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /FRA <>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


